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5. Click on Manufacturer MAX, select your CPM model: CPM-100E or CPM-100HE.

Selecting the printer

Select Printer

Fleaze zelect the manufacturer and printer pou want bo install

Select the manufacturer and model of pour printer. If the driver iz in a different folder or pour
printer came with a driver diskette, click <Change lacation: . [f your printer iz not listed, consult
your printer documentation for & compatible printer,

Manufacturers: Frinters:

Intermec A & CPi-100E
tarkem A8 CPM-100HE

Mectec

MPH

Frintramis

GuickLabel Systens

SATO

SMS hd

’ Change location... l

en ) e ]

6. Select the correct port. The Parallel port is called LPT1. When the printer is
connected via USB cable the port will be called USB001, USB002 or USB003,
depending on the amount of connected USB printers to the computer.

Printer Options
Please select port, printer name and language.

Enter the name for your printer. Alzo, select the port your printer is connected to. “When you are
done, zelect <Finishz to install the prinker and add an icon to the Printers folder.
Drriver wersion: 12/05/2010

Printer name: Mx CPM-100HE |
Axailable ports:

|JSEO01 l

Add TCPAF Port... |

T5012
Ts011 ’ Cielete Port... ]

TSm0
T5009
TS002 -

[0 want ta use this printer as the Windows default printer.

Exit ] [ Help ] [ < Previous ] I Firish [}J
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7. The printer is being installed:

Install Printer

Instaling Printers
To gtop the ingtallation pregs <Cancel: button

Installing printer driver..
kA CPM-100HE

Cancel

8. When the progress is complete, the printer appears in the Windows printer
overview (Control Panel -> Printers & Faxes).

® Printers and Faxes |Z||E”_
File Edit Wiew Favorites Tools  Help a'\

\_) Back -\_':,I l.ﬁ pSearch H_ Folders v

fddress %2 Printers and Faxes v| d &

i
Printer Tasks .rﬂ o
Bear

E Add a printer

& Setup Faxing \., 0 Snaglt 9
=0
Ready

See Also

E?j Troubleshoot prinking
@) ==t help with printing

Other Places

G» Conkrol Panel
r—_} Scanners and Cameras
ﬂ My Documents

@ My Pictures
d Ty Campuker

Details
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9. Start NiceLabel and create a new label. Place a random text and test the printer by
printing the label.

10. When the printer is not printing, change the Virtual USB port (in het Windows
printer overview > properties of the MAX CPM-100 > Ports tab). When you are
using the USB cable it should be one of the USB001 or USB002 (and 3,4 etc.)
ports. Make sure the printer LED is green and the printer is not in “Use Offline”
mode.

Copyright © 2011 CPM NicelLabel Pro & Suite 5
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Step 3 of 4: Activating the CPM NiceLabel Software

1. After the NiceLabel programme starts.
2. If software is not yet activated, the following

Screen appears:

Warning

MiceLabel Pro is running in DEMO mode. This mode will allovs vou to evaluate the
software but with limited Functionality,

Any produck generated with DEMO edition should be used solelky For evaluation.
COMMERCIAL USE OF THIS DEMO SOFTWARE IS STRICTLY PROHIEITED!

DEMC Limikakions:

* Maximum of 5 labels can be printed

* Export options are limited ko 1 variable field only, special warning dialog is displayved
* Print to file is disabled

If wou have already purchased the software, waou must either connect the hardware
key to the computer or complete the registration procedure by clicking on the Manage

License' bukton,
Manage License h | I Ok l

3. Select activate the package, the second option and click on next

4. Choose the correct activation method. You normally have a serial number (single
user software key), or a hardware key. This is USB dongle which transfers the
license data to the PC.

Please choose product activation method:

(JHardware Key

(%) Single User Software Key

) Metwork Software Key

{:} Enterprise Print Manager license server
Indicate which type you have.. If you have a serial number, follow the following steps.
If you have a hardware key, follow the instructions on the screen and then move on
to the next chapter on using the programme. Click on next.

5. Enter the required information. At ‘serial number’ you fill in the number supplied on

the licence included in the software box. Click on next.

User Information
Enter user information,
Flease enter your information, Mote that fields marked with * are required,
Mame your name here *
Comparry wour company name here *
Address Line 1
Address Line 2
Zip or Postal Code City
Country United Kingdom W | *
E-rnail wour e-mailadres ) #®
Key Mumber KEYMU - _MBERK = |ENMUM - :BERKE |- YMUME *
Cancel l ’ < Back ] l Mext = h‘
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6. The next window appears:
Manage license ﬁ]

Activation Code

Enter activation code,

Please enter software activation cade. You can save activation data inta file by pressing button
save,

Key Number

If wour computer is connected
[KEYNU  [MBKEY [|NUMBE ||EYNUM ||BKEYN to the internet, you can select
Registration Murmber the automatic activation link.

REGMU |MBREG |MNUMBR |[EGMUM |BREGN |
Activation Code
[ Activation Code can also be

acquired through the publisher's
Activation Web page.

Aukamatic ackivation: Connect to the hcti\@:n sErver

Weh page activation: http:f fewn. nicelabebcom nlactivation dip.html

[ wvears ] [ coma | [ <oe | [ o> ]

If you are connected to the Internet, click connect to the activation server and the
activation code will be automatically filled in. If the workstation has no internet
access, you must enter the code manually on another workstation that does have
internet access. Go to http://www.nicelabel.com/nlactivation_dlp.html. Fill in your
key number and registration number, the activation code will be created.

7. If you have problems activating your software, contact your supplier.

8. After activation, click on next and afterwards on close.

Installation and activation is now complete.

Important: see the next page for the preferences which must be set up first in the
program!
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Step 4 of 4: Instructions after installing NiceLabel software

5.

For example, you can place a rectangle

. Go to Start, Programmes, NicelLabel 5 and choose

EJ Micelabel & There is
also an icon on your desktop, if you chose this during installation. Cancel the start
wizard and/or new label wizard. The programme preferences must be set up first, see
below:

Go to tools| Users interface | settings and there click on Set Advanced Mode. Check
Label Set Up Wizard, and click on OK.

Go back to Tools, Options, and select Printers. Uncheck ‘Use System Default Printer’
and select the CPM-100E (200dpi) or the HE (400 dpi) from the drop down menu and
click on OK.

Click and hold on the 4 dots located at the top of the vertical toolbar above the crayon

ﬂ icon, on the right of the screen. m Drag this to the top, horizontal tool bar. This

= allows the colour selection bar to be shown as a drop down menu.

&
= | [N 1 I R e R

L= =N

IMPORTANT - Any object assigned the colour Magenta will automatically be
treated as a cut object by the software.

on the screen, double click to bring up e =
the properties window, see below, and | | e [empemaneo[statm
here you can set the outline colour to e I
default to magenta — ensuring all ;Hf' |:'d:|
rectangles and squares will ‘cut’ unless N S ——
altered' Thickness: 0006 2 om

Padius 0006 : om

N

7] Rounded Rectangls

Firtt 2 Graphic
[ SetDefaut | ok | [ cConcel | [ Hep
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Functions of the CPM-100 Print Manager

The CPM Print Manager screen appears when you print a label in NiceLabel. The Print
Manager is an extra ‘built in’ feature. It gives total control over the use of colour cartridges
and other print options that we need for the CPM.

Any object assigned the colour Magenta will automatically be treated as a cut object by
the CPM Manager. When you did not place a cut object (magenta colour) on the label, you
can choose what cut border to place around the label in the CPM Manager. This window
opens immediately after selecting the print command:

b

Cut outline

Lavout barging

Distance left nght

28 i

T

Distance bottom top

a1 T

W

Rounded Cormer Radiuz

2.8 T

M |

oK Defaul | Abort

When you did place a rectangle or circle with the colour Magenta, the Cut outline window
will not pop up because you already provided a cut shape.

Magenta has the RGB values: R: 255 G: 0 B: 255. When you use another program
(NNlustrator, Corel) also make sure you are working in a RGB document, not in the default
CMYK document. Export your image/drawing to WMF if you want to import it in NiceLabel.
Other filetypes will not work: in a WMF file the Magenta Cut shape/line will be kept intact
because WMF is a scalable vector format. You can also print directly from lllustrator /
Corel or your own program.

Cut colour
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Changing a print job/colour

Select the job/colour and click on of the buttons indicated below:

- Print Job, only prints the selected job..

- Disable job: this job will not be executed.

- Re- enable: enables a previously disabled job.

- Move up or down: changes the order in which the colours are printed.

Undercoat colour: printing a white under colour when printing a light colour onto a dark
tape colour (yellow on Black) keeps the hue of the lighter colour.

Check the box for each colour requiring a white undercoat colouryhe window.

N
E MAX CPM Manager / ‘ = S
Please select a job, by clicking on an item in the list below or by clicking on Y
corresponding colour in the image on the left.
Label Size: 93.3 % 81.5 mm
V4
——— Job / Color ‘ Color Ribbon 1D \ Status | Ungércoat color
g 1 O velow 03 P todo white
@ Fed i 2 todo 1O white
I @ EBlack 1 P rodo OO white
I ] Cutting 2 toda v cpm-1 00, com
|
—
O == ==

Apply on selected job

Move up
Print Job Disable Job Re-enable |

Move down
Apply on all jobs Laminating
Frint all | Reset all PFrint only | Cut only |
Multiple Labels
> Advanced... | Close |
J
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Print all jobs and lamination function

Printing a label
To process all the jobs in the list, click on Print all. When you are done printing and want to
print the current label again, click Reset all and then Print all.

Laminating a label (only available on CPM-100HE)

The best way to laminate a label is to manually laminate it using an external laminating
machine. Using a laminating cartridge does not work very effectively: it's the same as
printing an extra translucent layer of ink over the label and does not fully protect the label
from extreme conditions.

This is the way it works:

- Click on Print only to automatically move the tape roll to the start position and start
printing. Follow the on-screen instructions that will appear and load the necessary
cartridges.

- When the printer is done printing it will not cut off the sheet.

- Remove the complete tape roll from the machine and laminate it using a real
laminator.

- When laminating is done, place the tape roll back into the machine, it does not
matter where you place the tape on the pin feed, the machine will set this to the
correct position when it will start plotting.

- Click on Cut Only to start the CPM cutting. It will automatically move to the same
position from where it had started printing.

[E] MAX CPM Manager

Please select a job, by clicking on an item in the list below or by clicking on the
corresponding colour in the image on the left.
Label Size: 93.3 % 81.5 mm

| Job / Colar | Calor Ribbon 1D | Status ‘ Undercoat color
O velow 03 £ todo O whie
@ Fed 06 5). to do 1O white
@ Black 1 2 todo 1O white
] Cuting £ todo s, cpm-100.com

Apply on selected job

Maove up
Print Job Disable Job Re-enable ‘

Move down
Apply on all jobs Laminating
Frint all | Reset all Print only ‘ Cut only [
Multiple Labels
L] = Advanced... ‘ Close ‘
Copyright © 2011 CPM NicelLabel Pro & Suite 5
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Printing multiple labels & Advanced options

TE) MAX CPM Manager = =
Please select a job, by clicking on an item in the list below or by clicking on the
corresponding colour in the image on the left.

Label Size: 93.3 = 326.1 mm
=== Job / Color ‘ Color Ribbon ID | Status | Undercoat color
E 1 ¥ | O vellow 03 2 odo O white
1 ‘.. \ @ Red 06 £ o do 10 white
(v} @ Elack 1 2 do 1O white
b |
F| 1 J Cutting 2 toda www.cpm-100.com
3 |
Ol e —T——— |
P == =
2% Sa
l g
o
1! M
%! !
3 |
elTxX——— 1
E r == -a- -: Apply on selected job
Move up
o: ‘.' 1 Print Job Disable Job Re-enable | 4‘
T 1 Move down
21 1
=l 1
|_ ______ 1 Apply on all jobs Laminating
=i ' 1 Frint all | Reset all PFrint only | Cut only |
I ® 1
' 9|
o) \J
; : : Multiple Labels
al 1 S
gl " 4 Advanced... | Close |

At the Multiple labels option, select the amount of labels you want from the drop down
menu. The CPM Manager will automatically place the labels in such a way that as many
labels as possible are placed on the tape to prevent an unnecessary waste of tape.

Click on the advanced button to setup the Print Head Temperature and the Knife Offset.

Click on Close when you’re done printing or want to exit the CPM Manager.

Copyright © 2011
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Advanced settings in the printer driver

Go to the printer overview dialogue in Windows; right click on the printer properties of the
CPM-100.

There are two pages with settings:

1. Click Preferences, in the new window click Advanced to see the options in the
bottom image:

= MAX CPM-100HE Properties P

Genersl |Shanng | Ports | Advanced I Color Management | Security | Device Settings

- MAX CPM-100HE

= MAX CPM-100HE Printing Preferences by

Location: Layout | Paper/Guality

Comment: Orientation:

' =) Landscape -
Model: MAX CPM-100HE
Features

Color: Yes Paper available: 9

Double-sided: No CPM (100 %100 mm)

Staple: No

Speed: Unknown

Maxirnum resolution: 400 dpi -

[ Preferences... I [ Print Test Page ]
MAX CPM-100HE Advanced Options =
. MAX COM-L00HE Advanced Docoment Settings Here you can change the following options:
Q Paper/Qutput
: Paper Size:  CPM (100 x400 mm + [Custom... | . . . .

[ Copy Court- T : - Set a default paper size, this size will be used when
=l Gfﬂﬁ;:';tquaw N creating a new label in NiceLabel. You can also create a
L Scoling 100 % custom size for when you want to use the driver with other
& # Document Options software than NiceLabel.

Halftone Coler Adjustment...
Black separation: Yes

- Enable or disable Black Separation. Black separation is a
function that makes sure that when black is printed, the
underlying colours are not cut out of the black print. This way
you will never see a white line between black and another
colour.

Black Separation must be disabled if you want to print an
object with a colour inside a larger black object.

0K I [ Cancel ]
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2. Device Settings tab.

. (" MAX CPM-100HE Properties =3
In this dialogue you can:

| General | Sharing | Ports I Advanced | Color Managemert | Securi’ry| Device Settings |_

- Turn auto rotate off and on ! MAX CPM-100HE Device Settings
= Print Form Options
= Change the CPM Manager L Auto, Rot:teFormTo Save Roll Paper: Yes
language
- View the driver version

Print Smaller Paper Size: Yes
Halftone Setup...

Language: |RTE :

Calibration. plederlands

Deutsch
Svenska
Dansk

Frangais
Espariol

0K | [ Cancel

The Rebo CPM-100 print manager is a licensed, proprietary development by
Rebo B.V.. All development and ownership rights belong solely to Rebo B.V.
and not to Max Co or to NicelLabel.

Any technical or user issues related to the operation or performance of the
Rebo Print Manager should be referred to your supplier.
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Additional user information for your CPM

- When making images in a program like CorelDraw or Adobe lllustrator to use in
NicelLabel, use RGB colours and use 100% black, 100% red etc.

- In the CPM Manager, click on a colour in the preview field on the left to see which
colour is assigned to it.

- If a colour is assigned incorrectly, for example a light-yellow object is recognized by
the driver as grey; you can override the CPM. Because the tapes and cartridges are
not recognized by the machine you can simply place a yellow cartridge instead of
the required grey into the machine.

- Any object assigned the colour Magenta will automatically be treated as a cut
object by the CPM Manager. When you did not place a cut object (magenta colour)
on the label, you can choose what cut border to place around the label in the CPM
Manager. This window opens immediately after selecting the print command.

- Magenta has the RGB values: R: 255 G: 0 B: 255. When you use another program
(INlustrator, Corel) also make sure you are working in a RGB document, not in the
default CMYK document. Export your image/drawing to WMF if you want to import
it in NiceLabel. Other filetypes will not work: in a WMF file the Magenta Cut
shape/line will be kept intact because WMF is a scalable vector format. You can
also print directly from lllustrator / Corel or your own program.

Cut colour
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CPM NicelLabel 5

Description of icons

List of all the user tools available as ‘icons’ in the Tool Bars:

B B 0o » L Lk

1

T T = T PR 1= = R =

New label.

Open label.

Save label.

Cut the selected objects.
Copy the selected objects.
Paste the selected objects.
Undo last action.

Redo last action.

Print. Click the drop arrow to the right of the icon for printer settings .
Zoom In. Click on the drop down arrow for more functions.
Variables. Click on the drop down arrow for more functions.
Database Tool. Click on the drop down arrow for more functions.
Help.

Show True Type fonts.

Show printer fonts.

Increase type size.

Decrease type size.

Bold.

Italic.

Underline.

Text align left.

Text align centre.

Text align right.

Copyright © 2011
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New variable wizard.
New variable - without wizard.
Edit variable.
Delete variable.
Disconnect object from variable.
Functions. Click on drop menu for list of functions.
New Database connection wizard.
New data base connection — without wizard.
Edit database.
Delete database.

Open database tool.

i

BUCBAFR FYBI PEad

First database record.
Previous database record.
Next database record.

Last database record.
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New Label

For the following instructions it is assumed that you have set the user interface to
advanced mode.

To do this, go to Tools > User Interface > Settings. Click on Set Advanced mode. Tick
the top wizard: New Label Wizard, and click on OK.

In NiceLabel, click File > New or L
- At the start of the wizard, choose your printer: CPM-100E or CPM-100HE.
Click Next.
- Follow the screenshots underneath and choose per window:
Stock Type: NONE — Choose page size: - CPM (100 x 400mm): Choose
Landscape, then click Finish (You can change the label size as you can see at
the 4™ screenshot).

Etikeltype selecleren Pagina almelingen A-210R9Tm
et voorgedefinieerde etketindelingen (Etkettype) kunt u sneller etiketten = Selecteer het papisrformaat dat het beste met uw behoeften overeenkomt (A ﬁ_.
ohbwerpen, i
Klik op de knop om voorgedefinieerd etiketiype: De juiste etiketafmetingen kunnen in de volgende stappen worden aangepast
IF te gebruiken,

Etikettype Type:

Etikettype naam:
Pagina afmetingen

CPM (100 5 400 mm) -

CPM (100 % 100 mm]
CPM (100 % 200 mm]

Pt [100 » 300 |
TP 1100 % 400 mm|
CPH (100« 500 mm)
CPM (100 % 750 mm]
CPM (100 % 1000 mm)
&

Etikettype Infarmatie:

l Annuleren H < Temg ” Wolgende > ][ WYolooien ] / [ Ariruleren ” < Teng H Volgende » ][ Waltooien ]

Wizard Etiketten instellen E]EJ Wizard Etiketten instellen E]E]
Etiket Layout + 2 Afmetingen etiket =
Selecteer een layoul dat u hel meest bevalt @-'- Afmetingen efiket instellen en de juiste maateenheid selecteren I
Afdiukstand Print fichting Eliketbreedte: Elikethoogte:
O Staand |5 933] 10,001
©1iagend Boven Marge: Linker Marge:
Wenster lapout: Printer lapout: |'15['2 ‘D'EDZ _
Onder Marge: Rechter Marge: g
aco ﬁ | \
LTI
"""" Kolommen; ¥ gap:
[ = \
Rijen: Y gleuf: M aateenheid:
Deze printer ondersteunt geen print richting instelingen. |T — \

Annuleren ][ ¢ Terug H Yolgende > ” WYoltooien Annuleren H < Temg ” Yolgende > “ Yoltooien ]

ATTENTION
Do not change the label’s margins in the last window (Label Dimensions). The Rebo
CPM-100 printer driver does this automatically for you.
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Your screen will look like this:

Nicelabel Pro Network - [Label1]

e
Eo Eh e Gy fhn DooEmeims s =T
P A b ) (3] (G ] Eaprnt - | ¥ Zoom 1 View ;i Variables - [ Database - & [

; By Aial A0 A L BT OE S E = 8- 9.4 (| £ | i Functions - |
n R e D00 0N RS S T e a) R ] B 2 Dy B iz |
W 5 & el R e B ogmo g3 g g gagmoogm S mom o EoE o mom e e Tl
=
e |||
@ |l
(=
@@ |
‘_‘T < » B
=408Y: 1.22 WA= CPM-T00HE [windows) *
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New Label for database / variable data use

For the following instructions it is assumed that you have set the user interface to
the settings as shown in paragraph "Settings after installing NiceLabel".

The difference with a standard label is we’re now going to use columns and rows. This
way the amount of labels with variable data is selected in NiceLabel instead of the CPM
Manager. Follow the instructions carefully.

Go to File > New. You will see the “Label Setup Wizard’. Fill in the values as described
above the screenshots. Of course you’re free to fill in your own values, but as an exercise
use the given values.

- Select your printer: CPM-100E or HE - Leave the Stock type set to NONE
- Click Next - Click Next

Label Setup Wizard Label Setup Wizard (5

|_ D ||
Select Printer ﬁ ; Select Stock @

Select the printer pou want to uze with this label Predefined label formats [stocks] can speed up label design.

Chooze the printer from the list of installed printers. The label will be optimized for this Select the label stock.
printer. If wou define label dimengions on wour own, gkip thiz step and click the Next button.
M2 CPM-100HE ] [ Propetties. SR T =

[7] &hwiays use default printer G ocirme:

[] Double-sided printing Label linked ta stock

‘fou can change the printer-specific settings by clicking the Properties’ button. g _
Stock information: -

[T Da not use the wizard nest time

Help < Back Mext » t Finish Help Cancel ] ‘ < Back | | Mext >v\I\,J | Finizh
L

- Select the bottom page size: “Adjusted” - Click on automatically set (...)
- Click Next

Label Setup Wizard (B 3] Label Setup Wizard (9 [
Page Size A4-210%29Tm Page Size A4-210k297m
13 a 13 a
Select the paper size that best matches pour needs |"M.' Select the paper size that best matches your needs |“L“|“'
Define the page size for your labels. “Wwhen using thermal printers, always select the first Drefing the page size for your labels. “Wwhen uzsing thermal printers, alwaps select the first
ophion to automatically set the page size based an the label dimension. Label option to automatically set the page size based an the label dimension. Label
dimensions are then set in the follawing steps. dimensions are then set in the follawing steps.
Automatically set from label dimensions [default] -G:tgulumal\cally et from label dimensions [default]
Select page size ~Select page size
Page zize Page zize
[CPM (100 1 400 ) = [an =

CPM [100 % 100 rm)
CPM [100 » 200 rm)
CPM [100 % 300 rm)
CPM [100 % 400 ram)
CPM (100 » 500 rm)
CPM 100« 750 rm)

CP (100 % 1000 mm

Help [ Cancel ] | < Back | | Mext > I | Finish I Help Cancel ] ‘ < Back | | Mext > I | Finish
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- Leave the layout at Landscape
- Click Next

- Fill in: width 6 and height 2

- Set the margins top, bottom, left and right to
0.5.

- Set the amount of rows to 5 and the
columns to 4.

- Click Finish

Label Setup Wizard (-9 [ Label Setup Wizard (9 [
Label Layout % ) Label Dimensions =
Select a lapout that suits pou most @0 Set the label layout dimenzions and select the appropriate unit of measure I
Orientation: Print direction: Label width: Label height:
x 5] 20
Partrait Aotated
@ Landscape Top Margin: Left b argin T T T 1
Screen layout: Printer layout: 0.5 [0.5
Bottom targin: Right k argir:
- 05 05
[
T LColurmns: ¥ gap:
4 2 0.0
Fows: ' gap: Unit of measure:
This printer does not support print direction settings. 5 = (1] cm |
Help Cancel J | < Back | | Next » b\ld) | Finish | | Help Cancel I | < Back | | Nest» | ‘ Finish L\I\A,J

- Go to File > Label Setup > Printing tab
- Set the printing direction to Vertical
- Click OK

Label Setup =
| Printer 1 Paper layout ,,, Stocks _7 Dimensions g ;’ Cutter Settings
Firking L Backoound Risluig I Balch,Riinting,
Faim Printing Preview

Form: E‘

Starting comer: | top-eft - |

horizantal

ol =~ @)

Sl W N =

Design
Processing Order

Optimization

|| Optimize printing of identical labels
Unit of measure:

]

Il Basic << akK ]I Cancel || Help
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- Place a rectangle on the label

- Select the rectangle and click in the top toolbar in the colour selection field: select
Magenta (3™ from below).

- Double click on the rectangle and change the following values:

- Go to the tab Appearance - Go to the tab General

- Fill in Width: 6 and Height: 1,9 - Tick Rounded Rectangle
- Fill in: Thickness 0, this will change to
0,013 for the CPM-100E and 0,006 for the

- Fill in Radius: 0,2
- Click OK
.
Rectangle @Ii_hj Rectangle |ili_hj
| General| Appearance Statusi General | Appearance | Sta@

Position and Size Style

The origin of the coordinate system iz the upper left comer. Line style: Solid =

¥ 00 : com wfidth: E.0 s com Fill style: Maone -

v 005 4 em Height: 14 Loom Border Thickness

[T Keep aspect ratio 3
Thickness: 0m3 2 ocm

Fotation )

i degrees Redis: 02 - om

0 O ]

I Fill Color... [ |
[¥] Rounded Rectangle
Frint az Graphic
Advanced..
Set Default Ok Cancel Hel Set Default oK Cancel Hel
= o) (o) (e ] || || (oo oy o) o]

- Click once on the rectangle to select it, then hold the CTRL key on your keyboard and
click in the Alignment toolbar on Centre and Vertical Centre. Now the rectangle is exactly
in the middle of your label preview.
A Taaaaas W
ormations  Tools Window Help
nt - | _* Zoom ~ View ~ 7 Variables - [ Database ~ @ H
A ﬁvllgl [@B 'ﬂ'@fﬁ’:@léﬁ,l@ﬂndions'a
o[l e e sl E
P S Centerl-‘—‘—VerticaICentelrl P

- & =0 Jguﬁi_- M ) 21 lﬂ"
The rectangle is the colour Magenta. This colour is e — =
set up as the plot colour in the CPM Manager. = |

Bl = ]
. . ad .

Your cut out label will of course have the same size = SIN . 0001
as you have given the Magenta rectangle. el | b ‘
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- Create a new database connection (see page 68, “Connection to a database or
Spreadsheet file”) or a Keyboard Input field or a counter. Place the variables on the
label as you can see on the previous page (for the example a counter with a prefix is
placed on the label).

- Click Print in the toolbar and print for example 8 labels (in case of a database
connection: select 8 records).

- You will see the following preview:

=l B0 0 0N M- 28 S0 e S e B
D D B 0 0 D Tk ’ D

S/N: 0001 S/N: 0006
S/N: 0002 S/N: 0007
S/N: 0003 S/N: 0008
SIN: 0004
SIN: 0005

Does the preview look alright? Click Print in the bottom/right corner. Now see the next
page.

Bo!lglBEmELS>

29880
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The CPM Manager will appear.

Click Print all under the text “Apply on all jobs”.

E MAX CPM Manager L&J

Pleasze select a job, by clicking on an item in the list below or by clicking on the
comezponding colour in the image on the left.
Label Size: 100.0 % 121.7 mm

~ © hTi r 7y Job / Caol Calor Ribbon 1D | Stab |Ud t col
nh v ouon @ik 1 Puw OOWhe
— — — _—— _— ] Cutting Prodo
z £ £ £ Z
L ] L] LI ] LI LI v com-100. com
QO QO Q@ Q
O O O O
== 2R = I =~ B = R
L, m L h w o N b A
nh o on
Sy, Sy ]
e £ Z
nm nnm nnm

Apply on selected job

Move up
Frint Job Digable Job Fie-enable |
Maove down

8000
2000
9000

) L
Apply an all jobs Laminating
Reset all Frint anly | Cut only |
Multiplz Labels
- Advanced... | Close |

It is important to understand that when using variable data on multiple labels the
amount of labels to be printed is entered in NiceLabel, and not in the CPM Manager.
When using a single, standard label you select the amount of copies in the CPM
Manager.
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Tools

On the left and right ride of the workspace are tools with which you can edit the objects on
the label.

Editing Tools Alignment Tools

E} Selection curser I" Colour
A Text B Align Left
_= Textbox EE:,_I Align Vertical centre
[] RTF text = Align Right
Barcode O Align Top
= Image O} Align Horizontal centre
O Rectangle o Align Bottom
E,/n Line ET]’[I Horizontal Space Equally
@' Ellipse % Vertical Space Equally
E¥ Inverse Field "} Rotate 90°
&’l To front
E@' To back
@"_:ﬁ One forward
% One backward
ﬁ Group
IEI Ungroup
Rotate label
Copyright © 2011 CPM NiceLabel Pro & Suite 5
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Create text -

Fixed text

Click the A in the left toolbar.
Click on the label where you want to place text.

Sarrj ple

Type in your text.
When you’re done, click outside the typing area to finish typing (or press CTRL +
ENTER).

Changing the font height and other text properties is the same as in, for example,
Microsoft Word as you can see in the screenshot below:

T Aria E] FElE = VY 2228

JJJJE

I|2IIIIIIIII|3IIIIIIIII|¢II

| 4

Cutting text

-_—

. Go to Print and click Print

. Place text.

To both print and cut text:Copy and paste the text, select the copy and apply the
colour Magenta.

Select both texts and click
horizontal and vertical align.

5
=

JRIE o A BT
2R AT IR R
| O e

T T— =

T

again to open the CPM
Manager. The CPM Manager
will show that the text will be
printed & cut.

To only cut the text: don’t make
copy and apply the Magenta
colour.

R
| CUT OUT TEXT

T

tmo! gl B e > TS
|
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Text Properties.

Double click on the text, or right click and select properties, the following screens become
available:

Text EJE|

Set Default Ok

Yalue | Mask | Stle | Appearance | Status

Cantent
Select how the content for the object will be defined:

Fixed v

est

I[ Cancel ] [ Help

Contents | Mask | Siyle

Appearance | Status

Contents b ask
|+3-| [x]xx_xx e x>1
Mask character *

Maszk characters will be replaced by the actual data. All other characters
will be uzed for formatting only. Example [mazk char iz * - astenisk]: %]

xxxxxxx

+31 (0)35-60 123 45

Value:
Here you can re-enter and edit
the text.

Mask:

This allows you to create ‘masks
that are placed in every text field.
For example, with the illustrated
mask — entering 0356012345 will
appear in the text box as +31
(0)35 60 123 45

Toxt RIX) Style
Value | Mask | Stwe | Appearance | Status . .
Font: You can change font, using select.
Inverse: Inverts text out of a solid
o background
— Bl Mirror: Mirrors the text.
[ Mirer CIRTL printing Stacked Text: Places the text vertically.
Font scaling T RTL: Allows each text character to edited
Slomen Spacing: Increase gap between characters
and lines of text.
Spacing Color: Change text colour.
Line: = Pt
Dt 0 = P NOTE: If you click set default, this will set the
| size and appearance of the text each time
you create new text
ok ) [ cancel | [ Hep
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Text @g|

Contents | Mask | Style | Appesrance | Status

Poszition and size

= 1.079 > lem Wwidth: > |lem
it 1078 = |cm Height: = |em
Fakation

0 dearees O

J

Object anchoring paint

00 Drefine the abject paint, which will hald its
position, when the element is resized because
C OO of changed contents..
O—0-0
Set Default ] I ju] 8 ] [ Cancel ] [ Help

Fixed paragraph text

Appearance:

Position and size: Allows accurate placing and
sizing of text.

Rotation: You can select any angle to rotate the
text.

Object Anchoring Point: Sets the point from
which the text will be sized i.e.: from the corner
or outwards equally from the centre.

Paragraph text allows you to enter a large amount of text, this can be formatted for
alignment and size with a paragraph text box. Unlike normal text entry, where you cannot
format a large amount of text at one time, changes will affect the complete ‘paragraph’ of
text. The main tab differences from fixed text are:

Value | Style || Detailed | Appearance | Status

Position and Size

The origin of the coordinate system iz the upper left comer.

4 mm width: 97.07 = | mm

s mm Height: 292 = | mm
Fotation

(*) 0 degres () 30 degrees

(180 deqrees () 270 degrees O

Anchoring Point

®—0O-0 Ancharing Paint defines a spot where the object iz
pinned to the background. The object will enlarge in the
EE opposite direction when its data content changes.
O—0-0
Set Default QK ] [ Cancel ] [ Help
Appearance:

Rotation is fixed and not free

Text Box @E|
Walue | Style | Detalled | Appearance | Status
Spacing
Line: m =|rt
Character. 0o = |Pt
Font Resize
Best fit
) Fit by Size () Fit by Font Scalling
Minirnum size: 4 b
Maimum size: 50 v

Usze the same size for all text bokes with enabled 'Best fit' aption

Fort zcaling: 104 = %
Alighment
O Left O Right
(&) Center ) Justified
Set Default [ Ok, ] [ Cancel ] [ Help

Detailed:

Best Fit: Options for how text will
be placed into the paragraph text
box. This is useful with text fields
linked to data bases with varied
amounts of information in each
cell.
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Rich Text Format
Rich Text Format

With a RTF text, you can select other font and text sizes within a word or sentence.
Like this: ExalMPle

RTF text cannot be linked to a variable, this is always fixed text.

Working with text works in the same way as working with paragraph text.

Click on and drag a box using the left mouse click.. When you release the
mouse button, a fill in screen appears. Enter your text and select and change the
details you want.

¥¥ Rich Text Editor
0O = ®
Informal Foman vE v B 7 U|Z= =

€
T

Examp[é’

Enter your settings and click OK.

Barcode m

Fixed Barcode

Click M and click on the label where you want the barcode to be placed. The
following display appears:

Barcode E| g| Barcode E| gl

Cantents | Barcode | Appearance | Status Corterts | Barcode | Appearance | Status
Flease select how the contents for the element will be defined: Eacessles
Fixed v
Contents Mask
|
Mask character: *
1234567890 ;
Mazk characters will be replaced by the actual data. All other characters
will be uzed for formatting only. Example [mask char is ' - asterisk]: 5]
»
m
Set Default ] [ ak. ] [ Canicel ] [ Help ] [ Set Default ] [ oK ] [ Cancel ] [ Help
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Enter the data (see above example). You can change the barcode definition in the
tab Barcode and under the button Define.

Graphics

Place graphics

Click on the label where want the graphic to appear. The following screen

opens:

PR
Zoeken in: | [ Graphics i (P Y El'
[ Arrows lgLeidingmerkers g aRebo
[ ) Europe (HSID) [gLogo [ RTK Specific
[ Exit fgMandatoryInternational [ Signal Wiord
lg)Fasteners [g)Maritime Safety (IMO) g Tools
[ Fire Safety [ Miscellaneous g Traffic Signs
[ First Aid & Rescue fgPackaging [ arming Ink
[GHSID [g2)Prahibitian o5z
[ International (HSID) [g)Public Information Eﬂ 053
< >
Bestandsnaam; w
Bestandstvper: | All Graphics Files -

Clipat Gallery
Voorbeeld

I:Ilp.ff-.rt Galler_l,l

To see all the available graphics click on and select your category.

Clipart Gallery

Gallery categories

Ao L FY
Cozhh % i i ‘r
Fire Protection L’ tb’ Lo

»

5

General spmbals

HSID 2
hdandaton "'Q * j
Prohibition
Sate conditions
Warning symbols ? v
Care symbols “ |

v

+

T

Other

e @R § W
WD ey ce

S A AT

Clip file name:

Cancel | [ Help |

Some categories have a +sign. This means that this category has several sub
categories. You open these by clicking on the +sign. Click on the graphic you want
and the graphic appears in the Clip Preview. Click OK and you will see the graphic
on your label.
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opewoNOHE

You can change the size of the graphic by clicking and dragging the mouse arrow

on one of the anchor points .until the mouse arrow changes to: . To keep
the proportions, you hold down the Shift Key at the same time.

Rectangle ©

Working with rectangles

Click on B and click on the label. A rectangle will appear.

ppewmoNDOE

The small printer icon in the right corner shows that this is a print function (this icon
will not be printed). If this small icon does not appear, this means that the rectangle
will be send to the printer as a graphic. This can cause a slower print speed.

By dragging the anchor points with the mouse, you can change the size. By double
clicking in the right corner, a dialog box appears where you can select dimensions,
rounded corners and line thickness.
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Drawing a line.

Click on 7 and click on the label. A line appears.

D@®E s ONE

By dragging the anchor points with the mouse, you can change line dimensions. By
double clicking on the line, a dialog box appears where you can set several options
for thickness, colour and fill.

Circle and Ellipse ©

Create a circle

Click on O and click on the label. A circle appears.

1
2
3
t .

S

JONCNCIL NS

By dragging the anchor points with the mouse, you can change circle dimensions.
By double clicking on the circle, a dialog box appears where you can set several
options.

Inverse FE

Complete or part Inverse

Click on & and click on the label. A black rectangle will appear. Where this box is
placed or dragged over text or graphics, an inverse image is created.
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Fv?mple

’
=

By dragging the anchor points with the mouse, you can change the Inverse field
dimensions.

Rotation ®

Rotating an object

Select the object you would like to rotate and click O . The text or graphic rotates 90°.

Every time you click on O the element rotates 90°. To rotate to a fixed number of
degrees, use the rotate function found under text properties.

Zoom in/Zoom out & &

® | Zoom. Clickon ® , drag a box, with your left mouse button, around the object you
would like to increase. Release the mouse button and the selected object will
increase in size on the screen.

S Zoom out. Click on = and the screen zooms out.

Aligning objects
ot T 0 0 T I

After placing several objects (text or graphic) on the screen

Click on one of the object after this selection, you can select other objects by holding the
SHIFT button and using the left mouse click. Do this with every object you wish to align.
See the example below:
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Horizontal alignment

g erarole 3

Example 2

Example ¥

It
41 Align all selected objects to the Top.

aExan':ple EE gE::améle 3E ;Bﬂ-:l" "Jl':_

Enarrip\e1

1%| Align Bottom.

M e o 5 e

1t Align Horizontal Centres.

LA {Faampie 2, Eamre 57 dexamiote <
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Vertical alignment

Example 1
Eiampk 2

Example 3
Exampie ¥

=/ Align Left.

-Exarrjple 1

Example 2

-Examp}le 3
-Exaniple 4-[

—==| Align Right.

-Exanjple 1

Example 2

-Examp}le 3
-Exaniple 4{

+

+ | Align vertical centred.

-Exarrjple 1

Example 2

-Exam]éle 3
1Exam'ple %

Copyright © 2011
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You can also “Align” objects by using your right mouse button after all the objects are
selected.

Deselect

Yertical Huarizantal
Zuk
Copy (&) Mone (%) None
O Iop ) Let
() Middle () Center
O Bottom O g
Paosition Lod
(") Space equally () Space equally

One ko Fronk Pglp
one ko Back PgCn

To Fronk Crrl+PgUp
To Back Chrl+PgDn Lok J[ Cawca |[ Hep
Properties. ..

Align to label

If you check the box ‘align to label’ — the text will position itself within the

borders of the created label.

Variables

Using the drop down arrows next to A Text, " Paragraph, Barcode and

" Graphics you can insert variables.

A variable is an element which generates data and which can be used with all
object options mentioned above. There is also the option to insert fields connected
to a database in the variable option. A variable can be used by several objects at
the same time. For example, you can display ‘variable’ information as a barcode
and also as a text field..

Variable options

A~ | -113
Fixed Text
Mew Kevboard Input
Mew Counker
Mew Date Field
Mew Time Field

IJse Existing Variable  »

Fixed Text no variable, normal text function.
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New keyboard input
With this option you create a variable that generates an input field before printing.

For example: a field with a serial number of 8 digits

Click on the arrow nextto A" and choose “New keyboard input”.

Yariable Wizard - Prompt1 E]@
Prompt Text y =
Drefine the properties of the prompt keyboard input \f\.:‘v’
Dizplay this text to the print operator
[
Allowable characters far the vaniable field:
() All characters
() Numeric:
() Alphanumeric characters
Set maximum number of characters: 10 =
[ Cancel I [ < Back I [ Mext » I [ Firigh ]

Enter the Prompt for the variable field. For example: “Enter Serial No”. The serial number
is numeric so you will have to check Numeric - only numerals can be entered. With “All
characters” you can enter text, numerals and punctuation marks. Alpha-numeric you can
enter text and numerals. The maximum number of characters ensures data entered isn’t
too long for the application. For example: if the serial number used is 8 characters

maximum: Set maximum number of characters: 8 = | click next:

The next screen gives you the option to add a Prefix and a Suffix - for example you may
require the data to always have AA before and ZZ after the numbers. To achieve this see
the following screen shot:

i 2 x|
Prefix and Suffix

Specify prefie and suffis for pour object.

Prefix ztring will be placed in front of the data walue.
Suffix string will be placed after the data value.

Frefis: [,

Suiffis z=

Ta complete the ‘wWizard click Finizh.

[[] Open the advanced options dialog box

Caree )<t
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Click Finish and click on the label. The serial number ‘text field’ now is placed on the
label. The field content can be displayed in 4 ways.

P77?7?77?°7°7°?7

12345678

12345678

)ata  Transformations  Tools  Window

Help

a =4 i(3 Prink -~ I /T* Zoom T |YWiew T j'\u'ariables - _] Database ~ @ E

@;31.0 - A A |E“@| Mormal

¥ _J_Jg|
e B

Chject Mame

Set Basic Mode
Set Advanced Mode

Rotate Label on Screen

—
ELEE )y -
gariablelﬁames s——
I

Max. Number of characters shown as ‘?” on screen

Shown with the variable name displayed.

Shown with a character example.

Shown as above with a variable name.

These views can be selected with the “View” button in the toolbar.

As with the fixed text, you can also change the font

type and font size.

After clicking on print 5=t ™ this dialogue box

appears:

Enter the first number in the sequence and the
numbers of labels to be printed and click PRINT.
Your field information on screen would appear like

this:

@ - [E]x)|
General ter | Advi d
board it
Prompt ¥l
o
Quantity
©Late
© Al (unlimited )

AA1T

'aLa
y =
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New Counter Variable

This variable allows you to enter a field with an automatic counter. This option also allows
you to set a visual prompt and to enter increasing and decreasing steps. Data is entered
following a similar set of dialogue boxes as found using the New Keyboard Input Variable.

Counter Properties

Drefine properties of the counter,

Starting value:

2[x]

%

[1

Prompt for value before print

[Enter Fist Humber

Set maximum number of digits: 2 =
() Increment [1,2.3etc) O Decrement [10,9,8,etc)
Presview:
[1.2.3.45,6,7.8,9,10
Cancel ] [ < Back ] [ Mest > ] [ Finizh

New Date and Time field

Choose between New Date or New Time field. Both options have a second dialogue box
after clicking NEXT allowing the set up of suffix and prefix.

Date
Define the properties of the date field

Fomat

[171872010

%

[Cree_]

[ Cancel ][ <Back ][ Mew>

)]

Date and time offset allow the label to retain information for a fixed period, so that a

f 2/x]
Counter Properties -
-
Define properties of the counter.
Step: 2 D
Change value every 1 S| labels
Rollover when reached
[10
Presview:
[.357481.3587%9
Cancel ] [ < Back ] [ Mest > ] [ Finizh

Variable Wizard - Time2

Time:
Define the propeties of the time field

Preview:

[20206PM

Help [ cacel [ <Back J[ Mem»

J[ Fisn ]

specific date or time can be printed on all labels for a period of, say, 3 weeks.

Use Existing Variable

Eixed Text

@ Mew keyvboard Input

Mew Counter

ﬁ] Mew Date Field

@ Mew Time Field

E ew RFID Tag Field

IUse Existing Wariable * | B33l Counterl

=N (3 Datel
{3 Datez
(3 Timel
(3 Timez
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All variables can be applied to:

TEXT

A~ Text, = T Paragraph Text, "RTF M~ Barcode,
0 - Graphic

Graphics can only be connected to a variable where the graphic objects name is
referenced. This only works with an input field or in a database field.

Connecting with a database or spreadsheet file

To make a connection with a spreadsheet file, the Excel file must be closed. This
does not apply to database files.

Make sure that in NiceLabel a new label or an existing label is open. To access the
database tool click on

File Edit Yiew Object Data Transformations Tools  Window
DAk BB E ] s print v | Zoom + View ~ (' Variables T Database ~ @ )

i T Al e R EEEEY N i RERERSREN ¢ 83 ) 63 | @ Funciions - 8

: 088000 0N -5 S S Tt ol F e ) S eh B B R

Click on the New Data Base Wizard Icon 43'3 or select Database Access from the
drop down menu DATA.

44 Click browse to find the location of your data base file. The
Select the type of database and table you want to use on the label i default SearCh |Ocat|0n IS My DocumentS\My
labels\Database\........
[ Browse
Database Wizard @EJ
Browse fo the table containing label data, Wizard will help you make a cannection
to table fields and transfer their values to the obiects on the label. Database and Table
Select the type of database and table you want to use on the labsl. i
Select the type of database.
ek (%) Direct database access [recommended option).

O Allinstalled database drivers (ODEC, OLE DE, BDE)

Browse for the database table you want to Lse.

\E:\Froglam Files\EuroPlusiMicelabel B\S amplestD atabageiwalve Browse
Table:

[ sutomatically set field lengths

Browse fior the table containing label data. Wizard wil help you make a connection
to table fields and transter their values to the objscts an the label,

Cancel New> [ Finish

After clicking on OPEN, the database file will be connected and, if available, you can then
select the Sheet Number to use in the database. Click NEXT
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Database Wizard El El

Fields Selection
Select the fields from the database you want to use on the label. _

Select the fields pou want to uze o the label. For multiple field selection, press and
hald Ctl key, then click desired fields,

Define

[ Cancel ][ ¢ Back ][ Mext > ][ Finish ]

In the next dialogue, you can choose the header field/data from the database file you want
to include in your label.

Database Wizard E‘ PX
Records Printing &
Specify how the reconds from the database will be printed. ‘q

1. Select what records you want to print.

()1 want to print &l records from the table

(@) | want to select what record to print

2. Specify how the label quantity infarmation is defined.

() Print one label for each record in the database

() Dre field in the table contains the label quantity information

(@ | will enter label quantity for each selected record

Cancel [ <Back |[ nNews [ Fish |

Here you specify how the information from the database is printed. The best option is to
choose as shown in the above screen shot.

One option available is to take the quantity to be printed from a field in the chosen
database. [+]: field in the table contains print guantity information.

Click NEXT.

F

o)
>

Specify the usage of selected fields from the database. ey )
~

Field Usage

Defing how you want the selected database fields to be used on the label:

() | want a text ohject for each selected field
) 1 will link the database fields to the objects myself later

Each databaze field iz represented as a variable on the label. The wizard can
connect all selected database fields with text objects on the label or leave the
linking up to you.
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Here you can choose to have a text object for each chosen field. This effectively
means that each field created will then be placed directly into the label design..

= "~

Bar - Sheet1 §.Ba .. Line - Sheetl§.Line

J y <

The alternative is to create a field in the label first and to then associate it to a field
in the data sheet afterwards.

How the fields will appear on the label and what information is displayed — normal,
data, variable name and object name can be chosen from the drop down menu

under VIEW:
Vigw 'l (7 Yariables ~ [-] Datab
(| Mormal E n
Data 1 1
Variable Names U A
Object Name 03/12/=CE422:,00:00
Set Basic Mode
1
Set Advanced Mode cv i G‘
Raotate Label on Screen

All data base variable fields created can be connected to:

A~ Text, = T Paragraph Text, T RTF M~ Barcode,
i Graphic
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2 Print

Printing — select records

The print dialogue opens:
Here you click on Select Records.

General | Prinker
Database Record Selection

Datab... | Status

Sheetl$  Number of selected records to be printed: 0

Quantity
) Labels:

Ol (selected recards from database)

(@) Yariable quantity (entered For each database record)

EBX

Select Records...

. BEH
The fields you have selected from your |sewcpss
. Table: Shestl$
data base are displayed. You can 3
select all or those you require at this e
stage. R BT
o = R
v 1] 666 refel psr3 666 6520
il | 222 nocore psv 666 |4/7/20C
{4 [ 1] 4 | |

After selection and clicking OK, the
Number of records selected is indicated
You can choose to print ‘All’ of your
Selected records/fields or to print
Variable quantities

3 Print

eeeee

|| Printer

Datshase Record Selection

Datab... | Status

Shestl$ Number of selected records to be pMited: &

Quantity

O Labels;

© &l {selected records from database)

(@) variable quantity (enkered For each database record)

EBX

Select Records. .

Close

By selecting preview, prior to print, you can review the layout of the label, with all
the chosen fields displaying data and move forward label by label using the Next
button to check the label formats before selecting print:

I I

03/12/2009

———
C\Il w

155123

corel

00:00:00
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NiceForm

Only available in NiceLabel Suite

NicelLabel Form is a program module that creates a simple template of ‘form’ from any
label created in NiceLabel. The advantage of the ‘form’ is it displays all fields as “text entry
only”, keeping the appearance and label design intact and unable to be changed or
altered.

This module effectively gives the user Visual Basic Programming, in an easy to use, menu
driven system.

Start NiceForm in NiceLabel under the Tools menu:

Tools | Window  Help Use Design Tools | window  Help Use .

Yiew Log File Form if the Yiew Log File Nice Form if
Edit Memory Card Iabel iS Open Edit Memory Card the Iabel IS

| Desigrrjiorm | in Nice Design Eorm Saved N a
User Interface ] La be| User Interface 3 f0|der-
Options. .. Options. ..
MiceFarm MiceFarm |
MiceData MiceData l}g
Miceatch Mice'watch
MiceMemMaster MiceMemMasker
MicePrint MicePrint
NicePrintQueLe MicePrintQueus

Using Design Form, the Form software will open in a new window and the New Form
Wizard will open, click on NEXT.

New Form Wizard td| Select standard windows desktop application.

Select System Platform
Select the system platform For which you will design the Form,

Form will be designed for the selected platform. The window properties (such as
height and width) are based on this selection.

() Standard Windows desktop application
() Mohile Windaws application:

Cancel ] [ < Back H Nexk = ] [ Finish
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New: Form Wizard

X

Select Label File f% A.S the Iabe! I.S already O-pen In
Select File that contains ywour label, N |Ce Label y It IS a Utomatlca"y
Wariable fields will be read from the selected label so they can later be connected to SeleCted - I n N ICe Form you Wou | d
e e enthe o browse to the required label file

Eilenarme:

Place preview object on the form
Use database varishles defined in the label file

I Cancel ] [ < Back H Mext = l [ Finish ]

Select both check boxes shown.

New Form Wizard

Select Template File
Select the file that your form design will be based on,

The template file is a source of all Form elements’ appearance and their properties,
such as font sizes, edit field color, background image ete,

(%) Use default template

Select this option, if you wish to use the default template.

() select custom kemplate

| | &

[ conet ] [ <k [ woes ) [ Fmen | Select Default Template

Field Arrangement y
Specify the way you want fields to be arranged on the Farm,

How do you want the Fields to be arranged on the Form?

(%) vertically
Place each field directly below the previous —
- |
one working from the top down to the bottom, —
—
A (] |
() Harizantally = —
Place each field side-by-side starting at the left  m— —|
corner working towards the botkomn right.

[ | [ <gok [ o> | [ Fon ] Select Field Arrangement

)

Caption Arrangement
Specify the way you want field captions to be positioned on the Form,

Howw do wou wank ta place the Field captions?

@) Left

Display the field caption ko the left of the data field.

OTop

Display the field caption above the data field,

conce | [zt [ 1otz ] [ Select caption arrangement
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New Form Wizard

Completing the New Form Wizard

You have successfully completed the Mew Form wizard.
You have specified the following settings:

Platform: Windows

Label file: H250 High Temp.Ibl

Place preview object on the form: Yes

Use database variables defined in the label file: Yes
Template file: Template - Default. xff

Field arrangement: Yertical
Caption arrangement: Left

To close this wizard, click Finish.

Cancel ] [ < Back

Here all the selected parameters
chosen for the Form are shown,
if they are as required — click

FINISH

0

Serial Mumber

Cuantity
H250 High Ternp

Rebo SMS Solutions
Model[EME T0rs0a]  Serid Mo
Deseripion [T g B o s ]

wax Tan EE0C | Ph [F5558T] e [Sm_]
hotor High Temperature Unit
oo

H250 High Temp

Serial Number

Quantity

Reho SMS Solutions
ModeI (S 200701]
Description H250 High Temperature tape

hi s Temp]_250C |Ph[ 56658 | Hz [ 50060 |

Serial Mo [ED

Motor | High Temperature Unit |

Rebo by
Portbun 125, 3780 ACEOEST
Hathwriands,

e ra o nl

After selecting Finish, the
elements of the label selected
will appear on screen in an un-
ordered format.

Here we chose to use the
existing variable and to include a
preview. The quantity field is a
default in the form template.

Using drag and drop with the
mouse and the editing tools, the
label layout can be constructed
into the layout you require and
then saved as a form (**.xff) in
your chosen location.
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When the file is double clicked,

H250 High T .
Sl the user will only see the form

B 12345 shown here and be able to only
Guantity S| 1 0 enter data into the two available
fields.
The only other options available
Reho SMS Solutions are Print and Quit.

Moce|[SMS 200300 Serial No
Description H250 High Temperature tape

Max Terng  280C |Ph[ 56558 | Hz [ s0i60 |

M otor | High Temperature Unit |

Rabo by
Poutbun 125, 360 ACSOQEST
Hetiw and

e bo.nl

Print Gluit

Note: Forms open as independent applications in themselves. They do
not have access to any menu or editing tools.
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Contact

NicelLabel is professional label software, it includes an enormous number of capabilities.
In this manual we have focused on the most relevant and important functions, especially
those required for sign and label creation in combination with the CPM.

You can get further information on NicelLabel from:

» Your CPM-100 supplier directly.
» Tutorials on NicelLabel from www.nicelabel.com/learning-centre/tutorials
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